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Catalogue
Underbody Range 2013

CODE SYSTEM UNDERBODY CYLINDERS

AlA|A B/ B/ B|-|C|-|D/D/D/D|-|E|E|E|E|-|F|F|-]G|G|G|G
U|L|B 0/,9/,3|-14|-|/11/,2|4|0/-|K|1|/6|4|-/4|]0|-] 1]/ 2|“
A = type description:
UMB Under body Medium cylinder Ball joint 2
uLB Under body Light cylinder Ball joint
UME Under body Medium cylinder Eye joint
ULE Under body Light cylinder Eye joint X
B = Effective diameter first stage:
045-061-077-093-110-129-149-169-191-214 !
C = Number of extensions
D = Total stroke in mm incl. loss of stroke due to pull-out
E = K-dimension included 20 mm pull out -
F = Tap diameter of base trunnion: 40, 45, 50, 55
G = Inlet connection: %", 12", 34", 1”
Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71416117 | ULB 077-2-0410-K170-40-1/2"-HC 190 6-10 14 1,8 44 8.0 410 240 245
71416175 | ULB 077-2-0610-K170-40-1/2"-HC 190 6-9 17 2,7 44 8.0 510 340 343
71416217 | ULB 077-2-0770-K170-40-1/2"-HC 190 6-9 20 3,4 44 8.0 590 420 423
71416209 | ULB 077-3-0745-K162-40-1/2"-HC 190 4-9 18 2,7 24 8.0 442 280 284
71416259 | ULB 077-3-0925-K162-40-1/2"-HC 190 3-9 21 3,3 24 8.0 502 340 343
71416299 | ULB 077-3-1045-K162-40-1/2"-HC 190 3-9 23 3,7 24 8.0 542 380 383
Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71417175 | ULB 093-2-0610-K172-40-1/2"-HC 190 9-12 21 3,9 70 10.0 510 338 343
71417221 | ULB 093-2-0770-K172-40-1/2"-HC 190 9-12 24 4,9 70 10.0 590 418 422
71417231 | ULB 093-3-0805-K172-40-1/2"-HC 190 7-11 22 4,4 44 10.0 470 298 303
71417265 | ULB 093-3-0925-K172-40-1/2"-HC 190 7-11 24 5 44 10.0 510 338 343
71417241 | ULB 093-4-0840-K164-40-1/2"-HC 190 4-9 22 3.8 24 8.0 402 238 244
71417309 | ULB 093-4-1080-K164-40-1/2"-HC 190 4-9 25 4,9 24 8.0 462 298 303
71417349 | ULB 093-4-1240-K164-40-1/2"-HC 190 4-9 27 5,7 24 8.0 502 338 343
Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71418217 | ULB 110-2-0755-K177-40-1/2"-HC 190 9-13 31 6,8 102 11.0 593 416 421
71418261 | ULB 110-3-0910-K177-40-1/2"-HC 190 9-13 30 7.1 70 11.0 513 336 342
71418295 | ULB 110-3-1030-K177-40-1/2"-HC 190 10-13 33 8 70 11.0 553 376 382
71418237 | ULB 110-4-0825-K177-40-1/2"-HC 190 7-13 26 5,5 44 11.0 413 236 245
71418305 | ULB 110-4-1065-K177-40-1/2"-HC 190 7-13 30 6,4 44 11.0 473 296 303
71418351 | ULB 110-4-1225-K177-40-1/2"-HC 190 7-12 33 8,2 44 11.0 513 336 342
71418439 | ULB 110-4-1545-K177-40-1/2"-HC 190 7-12 38 10,3 44 11.0 593 416 241
71418297 | ULB 110-5-1040-K169-40-1/2"-HC 190 4-9 28 6 24 8.0 405 236 245
71418349 | ULB 110-5-1240-K169-40-1/2"-HC 190 4-9 32 7.1 24 8.0 445 276 284
71418441 | ULB 110-5-1540-K169-40-1/2"-HC 190 4-9 36 8,8 24 8.0 505 336 342
71418497 | ULB 110-5-1740-K169-40-1/2"-HC 190 4-9 40 10 24 8.0 545 376 382
71418555 | ULB 110-5-1940-K169-40-1/2"-HC 190 4-9 43 11,1 24 8.0 585 416 421

* Please note: Always check original cylinder specification sheets for technical information, which could be updated without notice
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Catalogue
Underbody Range 2013

ULE — UNDERBODY CYLINDER RANGE

Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71446117 | ULE 077-2-0410-K135-40-1/2"-HC 190 6-10 13 1,8 44 8.0 402 240 245
71446175 | ULE 077-2-0610-K135-40-1/2"-HC 190 6-9 16 2,7 44 8.0 502 340 343
71446221 ULE 077-2-0770-K135-40-1/2"-HC 190 6-9 18 3,4 44 8.0 582 420 423
71446213 | ULE 077-3-0745-K130-40-1/2"-HC 190 4-9 17 2,7 24 8.0 435 280 284
71446265 | ULE 077-3-0925-K130-40-1/2"-HC 190 3-9 20 3,3 24 8.0 495 340 343
71446299 | ULE 077-3-1045-K130-40-1/2"-HC 190 3-9 22 3.7 24 8.0 535 380 383
Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71447175 | ULE 093-2-0610-K147-40-1/2"-HC 190 9-12 21 3,9 70 10.0 515 338 343
71447221 ULE 093-2-0770-K147-40-1/2"-HC 190 9-12 24 4,9 70 10.0 595 418 422
71447231 ULE 093-3-0805-K137-40-1/2"-HC 190 7-11 21 4,4 44 10.0 462 298 303
71447265 | ULE 093-3-0925-K137-40-1/2"-HC 190 7-11 22 5 44 10.0 502 338 343
71447241 ULE 093-4-0840-K132-40-1/2"-HC 190 4-9 20 3,8 24 8.0 395 238 244
71447309 | ULE 093-4-1080-K132-40-1/2"-HC 190 4-9 24 4,9 24 8.0 455 298 303
71447355 | ULE 093-4-1240-K132-40-1/2"-HC 190 4-9 26 5,7 24 8.0 495 338 343
Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71448217 | ULE 110-2-0755-K152-40-1/2"-HC 190 9-13 31 6,8 102 11.0 598 416 421
71448258 | ULE 110-3-0910-K152-40-1/2"-HC 190 9-13 29 7.1 70 11.0 518 336 342
71448295 | ULE 110-3-1030-K152-40-1/2"-HC 190 10-13 32 8 70 11.0 558 376 382
71448237 | ULE 110-4-0825-K142-40-1/2"-HC 190 7-13 25 55 44 11.0 405 236 245
71448305 | ULE 110-4-1065-K142-40-1/2"-HC 190 7-13 29 7.1 44 11.0 465 296 303
71448347 | ULE 110-4-1225-K142-40-1/2"-HC 190 7-12 31 8,2 44 11.0 505 336 342
71448441 ULE 110-4-1545-K142-40-1/2"-HC 190 7-12 37 10,3 44 11.0 585 416 421
71448297 | ULE 110-5-1040-K137-40-1/2"-HC 190 4-9 27 6 24 8.0 398 236 245
71448355 | ULE 110-5-1240-K137-40-1/2"-HC 190 4-9 31 71 24 8.0 438 276 284
71448431 ULE 110-5-1540-K137-40-1/2"-HC 190 4-9 35 8.8 24 8.0 498 336 342
71448497 | ULE 110-5-1740-K137-40-1/2"-HC 190 4-9 38 10 24 8.0 538 376 382
71448555 | ULE 110-5-1940-K137-40-1/2"-HC 190 4-9 42 11,1 24 8.0 578 416 421

* Please note: Always check original cylinder specification sheets for technical information, which could be updated without notice
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Catalogue
Underbody Range 2013

UMB - UNDERBODY CYLINDER RANGE

Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71404287 | UMB 129-3-1000-K212-45-1/2"-HC 220 15-20 42 9,7 98 17,5 428 216 229
71404389 | UMB 129-3-1360-K212-45-1/2"-HC 220 15-20 64 14,4 98 17.5 702 490 496
71404291 UMB 129-4-1020-K205-45-1/2"-HC 220 12-20 49 9,3 61 17.5 481 276 286
71404337 | UMB 129-4-1180-K205-45-1/2"-HC 220 11-20 52 10,8 61 17.5 521 316 325
71404385 | UMB 129-4-1340-K205-45-1/2"-HC 220 11-20 56 12,2 61 17.5 561 356 364
71404429 | UMB 129-4-1500-K205-45-1/2"-HC 220 11-20 60 13,7 61 17.5 601 396 403
71404521 UMB 129-4-1820-K205-45-1/2"-HC 220 11-20 68 16,6 61 17.5 695 490 496
71404281 UMB 129-5-0980-K192-45-1/2"-HC 220 7-17 46 7,7 33 15.0 408 216 229
71404365 | UMB 129-5-1280-K192-45-1/2"-HC 220 6-17 53 10 33 15.0 468 276 286
71404421 UMB 129-5-1480-K192-45-1/2"-HC 220 6-17 57 11,6 33 15.0 508 316 325
71404537 | UMB 129-5-1880-K192-45-1/2"-HC 220 6-17 66 14,7 33 15.0 588 396 403
71404567 | UMB 129-5-1980-K192-45-1/2"-HC 220 15-21 45 7,4 98 17.5 468 256 267
71404659 | UMB 129-5-2280-K192-45-1/2"-HC 220 7-18 76 17.8 33 15.0 682 490 496
71404709 | UMB 129-5-2480-K192-45-1/2"-HC 220 7-18 81 19,4 33 15.0 722 530 535
Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71405389 | UMB 149-3-1360-K265-50-3/4"-HC 220 22-29 79 19,6 143 25.0 706 441 449
71405467 | UMB 149-3-1630-K265-50-3/4"-HC 220 22-28 88 23,5 143 25.0 796 531 538
71405637 | UMB 149-3-2230-K265-50-3/4"-HC 220 25-31 107 32,1 143 25.0 996 731 736
71405223 | UMB 149-4-0780-K265-50-3/4"-HC 220 21-29 56 9,8 98 25.0 432 167 187
71405291 UMB 149-4-1020-K265-50-3/4"-HC 220 19-29 62 12,9 98 25.0 492 227 242
71405429 | UMB 149-4-1500-K265-50-3/4"-HC 220 18-28 75 18,9 98 25.0 612 347 357
71405521 UMB 149-4-1820-K265-50-3/4"-HC 220 17-28 86 23 98 25.0 706 441 449
71405623 | UMB 149-4-2180-K265-50-3/4"-HC 220 20-32 96 27,5 98 25.0 796 531 538
71405725 | UMB 149-4-2540-K265-50-3/4"-HC 220 19-31 106 32,1 98 25.0 886 621 627
71405851 UMB 149-4-2980-K265-50-3/4"-HC 220 19-31 118 34,7 98 25.0 796 531 538
71405281 UMB 149-5-0980-K258-50-3/4"-HC 220 13-23 57 10,8 61 20.0 425 167 187
71405365 | UMB 149-5-1280-K258-50-3/4"-HC 220 12-23 64 14,1 61 20.0 485 227 242
71405421 UMB 149-5-1480-K258-50-3/4"-HC 220 12-23 69 16,3 61 20.0 525 267 280
71405537 | UMB 149-5-1880-K258-50-3/4"-HC 220 11-23 78 20,7 61 20.0 605 347 357
71405709 | UMB 149-5-2480-K258-50-3/4"-HC 220 13-25 95 27,4 61 20.0 739 481 488
71405439 | UMB 149-6-1540-K245-50-3/4"-HC 220 6-17 68 14,8 33 15.0 472 227 242
71405509 | UMB 149-6-1780-K245-50-3/4"-HC 220 6-17 73 17,2 33 15.0 512 267 280
71405681 UMB 149-6-2380-K245-50-3/4"-HC 220 7-19 89 22,9 33 15.0 626 381 390
Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71406291 UMB 169-4-1020-K265-50-3/4"-HC 220 21-29 74 17,2 143 25.0 492 227 246
71406521 UMB 169-4-1820-K265-50-3/4"-HC 220 22-28 102 30,6 143 25.0 706 441 451
71406557 | UMB 169-4-1980-K265-50-3/4"-HC 220 22-28 107 33,3 143 25.0 746 481 490
71406623 | UMB 169-4-2180-K265-50-3/4"-HC 220 25-32 114 36,7 143 25.0 796 531 540
71406727 | UMB 169-4-2540-K265-50-3/4"-HC 220 25-32 126 42,8 143 25.0 886 621 628
71406851 UMB 169-4-2980-K265-50-3/4"-HC 220 25-31 140 50,2 143 25.0 996 731 737
71406367 | UMB 169-5-1280-K265-50-3/4"-HC 220 20-29 78 19,1 98 25.0 492 227 246
71406421 UMB 169-5-1480-K265-50-3/4"-HC 220 19-29 84 22,1 98 25.0 532 267 284
71406537 | UMB 169-5-1880-K265-50-3/4"-HC 220 18-28 95 28,1 98 25.0 612 347 360
71406567 | UMB 169-5-1980-K265-50-3/4"-HC 220 18-28 100 29,5 98 25.0 646 381 393
71406659 | UMB 169-5-2280-K265-50-3/4"-HC 220 21-32 109 34 98 25.0 706 441 451
71406707 | UMB 169-5-2480-K265-50-3/4"-HC 220 21-32 115 37 98 25.0 746 481 490
71406781 UMB 169-5-2730-K265-50-3/4"-HC 220 20-31 122 40,7 98 25.0 796 531 540
71406439 | UMB 169-6-1540-K258-50-3/4"-HC 220 12-23 79 20,3 61 20.0 485 227 246
71406509 | UMB 169-6-1780-K258-50-3/4"-HC 220 12-23 86 23,5 61 20.0 525 267 284
71406578 | UMB 169-6-2020-K258-50-3/4"-HC 220 14-26 92 26,7 61 20.0 565 307 322
71406647 | UMB 169-6-2260-K258-50-3/4"-HC 220 13-25 98 29,9 61 20.0 605 347 360
71406681 UMB 169-6-2380-K258-50-3/4"-HC 220 13-25 104 31,4 61 20.0 639 381 393
71406783 | UMB 169-6-2740-K258-50-3/4"-HC 220 13-25 113 36,3 61 20.0 699 441 451
71406852 | UMB 169-6-2980-K258-50-3/4"-HC 220 13-25 119 39,4 61 20.0 739 481 490
71406937 | UMB 169-6-3280-K258-50-3/4"-HC 220 13-25 127 43,3 61 20.0 789 531 540
71406951 UMB 169-6-3820-K258-50-3/4"-HC 220 12-25 141 50,5 61 20.0 879 621 628
71406517 | UMB 169-7-1800-K245-50-3/4"-HC 220 7-17 83 21,1 33 15.0 472 227 246
71406595 | UMB 169-7-2080-K245-50-3/4"-HC 220 8-19 90 24,3 33 15.0 512 267 284
71406675 | UMB 169-7-2360-K245-50-3/4"-HC 220 7-19 97 27,6 33 15.0 552 307 322
71406795 | UMB 169-7-2780-K245-50-3/4"-HC 220 7-19 110 32,5 33 15.0 626 381 393

* Please note: Always check original cylinder specification sheets for technical information, which could be updated without notice
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Catalogue
Underbody Range 2013

Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71407337 | UMB 191-5-1180-K270-60-3/4"-HC 220 27-37 92 23,1 143 32.0 475 205 231
71407652 | UMB 191-5-2280-K270-60-3/4"-HC 220 31-41 133 44,7 143 32.0 709 439 452
71407709 | UMB 191-5-2480-K270-60-3/4"-HC 220 30-40 140 48,6 143 32.0 749 479 491
71407781 UMB 191-5-2730-K270-60-3/4"-HC 220 30-40 149 53,5 143 32.0 799 529 540
71407909 | UMB 191-5-3180-K270-60-3/4"-HC 220 29-40 165 62,3 143 32.0 889 619 628
71407511 UMB 191-6-1780-K270-60-3/4"-HC 220 19-34 107 31,2 98 30.0 535 265 286
71407647 | UMB 191-6-2260-K270-60-3/4"-HC 220 22-38 122 39,6 98 30.0 615 345 361
71407691 UMB 191-6-2380-K270-60-3/4"-HC 220 21-38 129 41,7 98 30.0 649 379 394
71407783 | UMB 191-6-2740-K270-60-3/4"-HC 220 21-38 140 48 98 30.0 709 439 452
71407853 | UMB 191-6-2980-K270-60-3/4"-HC 220 20-38 148 52,2 98 30.0 749 479 491
71407475 | UMB 191-7-1660-K263-60-3/4"-HC 220 12-23 97 26 61 20.0 468 205 231
71407519 | UMB 191-7-1800-K278-60-3/4"-HC 220 12-23 101 28,2 61 20.0 488 225 249
71407595 | UMB 191-7-2080-K278-60-3/4"-HC 220 14-25 109 32,6 61 20.0 528 265 286
71407675 | UMB 191-7-2360-K278-60-3/4"-HC 220 14-25 117 37 61 20.0 568 305 323
71407589 | UMB 191-8-2060-K278-60-3/4"-HC 220 8-24 107 29 33 20.0 503 225 249
71407681 UMB 191-8-2380-K278-60-3/4"-HC 220 7-19 106 33,5 33 15.0 515 265 286
71407989 | UMB 191-8-3980-K250-60-3/4"-HC 220 7-19 149 56 33 15.0 729 479 491

* Please note: Always check original cylinder specification sheets for technical information, which could be updated without notice
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Catalogue
Underbody Range 2013

UME - UNDERBODY CYLINDER RANGE

Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71434287 | UME 129-3-1000-K168-45-1/2"-HC 220 15-20 51 10,6 98 17.5 554 356 364
71434389 | UME 129-3-1360-K221-45-1/2"-HC 220 15-20 62 14,4 98 17.5 688 437 443
71434295 | UME 129-4-1020-K168-45-1/2"-HC 220 12-20 47 9,3 61 17.5 474 276 286
71434337 | UME 129-4-1180-K168-45-1/2"-HC 220 11-20 50 10,8 61 17.5 514 316 325
71434383 | UME 129-4-1340-K168-45-1/2"-HC 220 11-20 54 12,2 61 17.5 554 356 364
71434429 | UME 129-4-1500-K168-45-1/2"-HC 220 11-20 58 13,7 61 17.5 594 396 403
71434521 UME 129-4-1820-K221-45-1/2"-HC 220 11-20 66 16,6 61 17.5 688 437 443
71434281 UME 129-5-0980-K158-45-1/2"-HC 220 7-15 45 7,7 33 13.0 401 216 229
71434367 | UME 129-5-1280-K158-45-1/2"-HC 220 6-15 51 10 33 13.0 461 276 286
71434423 | UME 129-5-1480-K158-45-1/2"-HC 220 6-15 56 11,6 33 13.0 501 316 325
71434537 | UME 129-5-1880-K158-45-1/2"-HC 220 6-15 64 14,7 33 13.0 581 396 403
71434567 | UME 129-5-1980-K158-45-1/2"-HC 220 6-15 68 15,5 33 13.0 615 430 436
71434651 UME 129-5-2280-K158-45-1/2"-HC 220 7-16 75 17.8 33 13.0 675 490 496
71434709 | UME 129-5-2480-K158-45-1/2"-HC 220 7-16 79 19,4 33 13.0 715 530 535
Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71435389 | UME 149-3-1360-K221-50-3/4"-HC 220 22-29 79 19,6 143 25.0 707 451 459
71435467 | UME 149-3-1630-K231-50-3/4"-HC 220 22-28 87 23,5 143 25.0 797 531 538
71435637 | UME 149-3-2230-K231-50-3/4"-HC 220 25-31 106 32,1 143 25.0 997 731 736
71435223 | UME 149-4-0780-K221-50-3/4"-HC 220 21-29 53 9,8 98 25.0 418 167 187
71435291 UME 149-4-1020-K221-50-3/4"-HC 220 19-29 60 12,9 98 25.0 478 227 242
71435429 | UME 149-4-1500-K221-50-3/4"-HC 220 18-28 73 18,9 98 25.0 598 347 357
71435521 UME 149-4-1820-K221-50-3/4"-HC 220 17-28 84 23 98 25.0 692 441 449
71435623 | UME 149-4-2180-K221-50-3/4"-HC 220 20-32 93 27,5 98 25.0 782 531 538
71435727 | UME 149-4-2540-K221-50-3/4"-HC 220 19-31 103 32,1 98 25.0 872 621 627
71435851 UME 149-4-2980-K221-50-3/4"-HC 220 19-31 116 34,7 98 25.0 982 731 736
71435281 UME 149-5-0980-K221-50-3/4"-HC 220 13-27 26 10,8 61 23.0 418 167 187
71435367 | UME 149-5-1280-K221-50-3/4"-HC 220 12-26 62 14,1 61 23.0 478 227 242
71435423 | UME 149-5-1480-K221-50-3/4"-HC 220 12-26 67 16,3 61 23.0 518 267 280
71435537 | UME 149-5-1880-K221-50-3/4"-HC 220 11-26 76 20,7 61 23.0 598 347 357
71435709 | UME 149-5-2480-K221-50-3/4"-HC 220 13-29 93 27,4 61 23.0 732 481 488
71435441 UME 149-6-1540-K211-50-3/4"-HC 220 6-15 66 14,8 33 13.0 465 227 242
71435509 | UME 149-6-1780-K211-50-3/4"-HC 220 6-15 72 17,2 33 13.0 505 267 280
71435681 UME 149-6-2380-K211-50-3/4"-HC 220 7-16 88 22,9 33 13.0 619 381 390
Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71436291 UME 169-4-1020-K231-50-3/4"-HC 220 21-29 73 17,2 143 25.0 493 227 246
71436521 UME 169-4-1820-K231-50-3/4"-HC 220 22-28 102 30,6 143 25.0 707 441 451
71436557 | UME 169-4-1980-K231-50-3/4"-HC 220 22-28 107 33,3 143 25.0 747 481 490
71436623 | UME 169-4-2180-K231-50-3/4"-HC 220 25-32 114 36,7 143 25.0 797 531 540
71436727 | UME 169-4-2540-K231-50-3/4"-HC 220 25-32 125 42,8 143 25.0 887 621 628
71436865 | UME 169-4-2980-K231-50-3/4"-HC 220 25-31 140 50,2 143 25.0 997 731 737
71436367 | UME 169-5-1280-K221-50-3/4"-HC 220 20-29 75 19,1 98 25.0 478 301 316
71436423 | UME 169-5-1480-K221-50-3/4"-HC 220 19-29 81 22,1 98 25.0 518 267 284
71436537 | UME 169-5-1880-K221-50-3/4"-HC 220 18-28 93 28,1 98 25.0 598 347 360
71436567 | UME 169-5-1980-K221-50-3/4"-HC 220 18-28 98 29,5 98 25.0 632 381 393
71436651 UME 169-5-2280-K221-50-3/4"-HC 220 21-32 107 34 98 25.0 692 441 451
71436709 | UME 169-5-2480-K221-50-3/4"-HC 220 21-32 113 37 98 25.0 732 481 490
71436781 UME 169-5-2730-K221-50-3/4"-HC 220 20-31 120 40,7 98 25.0 782 531 540
71436441 UME 169-6-1540-K221-50-3/4"-HC 220 12-26 77 20,3 61 23.0 478 227 246
71436509 | UME 169-6-1780-K221-50-3/4"-HC 220 12-26 84 23,5 61 23.0 518 267 284
71436577 | UME 169-6-2020-K221-50-3/4"-HC 220 14-29 90 26,7 61 23.0 558 307 322
71436647 | UME 169-6-2260-K221-50-3/4"-HC 220 13-29 96 29,9 61 23.0 598 347 360
71436681 UME 169-6-2380-K221-50-3/4"-HC 220 13-29 102 31,4 61 23.0 632 381 393
71436823 | UME 169-6-2740-K221-50-3/4"-HC 220 13-29 111 36,2 61 23.0 692 441 451
71436851 UME 169-6-2980-K221-50-3/4"-HC 220 13-29 117 39,4 61 23.0 732 481 490
71436937 | UME 169-6-3280-K221-50-3/4"-HC 220 13-29 125 43,3 61 23.0 782 531 540
71436991 UME 169-6-3820-K221-50-3/4"-HC 220 12-29 139 50,5 61 23.0 872 621 628
71436515 | UME 169-7-1800-K211-50-3/4"-HC 220 7-15 82 21,1 33 13.0 465 227 246
71436595 | UME 169-7-2080-K221-50-3/4"-HC 220 8-17 89 24,3 33 13.0 505 257 274
71436673 | UME 169-7-2360-K211-50-3/4"-HC 220 7-16 96 27,6 33 13.0 545 307 322
71436795 | UME 169-7-2780-K211-50-3/4"-HC 220 7-16 109 32,5 33 13.0 619 381 393

* Please note: Always check original cylinder specification sheets for technical information, which could be updated without notice
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Catalogue
Underbody Range 2013

Part No. Description Press. | Tipping weight | Weight | Volume | Max flow Max Thrust | G1 | S
(Ton) (kg) (L) (I/min) 1st stage (mm) | (mm) | (mm)
(Ton)
71437337 | UME 191-5-1180-K236-60-3/4"-HC 220 27-37 92 23,1 143 32.0 476 205 231
71437651 | UME 191-5-2280-K236-60-3/4"-HC 220 31-40 133 44,7 143 32.0 710 439 452
71437709 | UME 191-5-2480-K236-60-3/4"-HC 220 30-40 140 48,6 143 32.0 750 479 491
71437781 | UME 191-5-2730-K345-60-3/4"-HC 220 30-40 149 53,5 143 32.0 800 420 434
71437909 | UME 191-5-3180-K345-60-3/4"-HC 220 29-40 164 62,3 143 32.0 890 510 521
71437509 | UME 191-6-1780-K226-60-3/4"-HC 220 19-34 105 31,2 98 30.0 521 265 286
71437647 | UME 191-6-2260-K226-60-3/4"-HC 220 22-38 120 39,6 98 30.0 601 345 361
71437683 | UME 191-6-2380-K226-60-3/4"-HC 220 21-38 126 41,7 98 30.0 635 379 394
71437783 | UME 191-6-2740-K330-60-3/4"-HC 220 21-38 138 48 98 30.0 695 335 352
71437851 | UME 191-6-2980-K226-60-3/4"-HC 220 20-38 145 52,2 98 30.0 735 479 491
71437475 | UME 191-7-1660-K226-60-3/4"-HC 220 12-23 95 26 61 20.0 461 205 231
71437515 | UME 191-7-1800-K226-60-3/4"-HC 220 12-23 99 28,2 61 20.0 481 225 249
71437595 | UME 191-7-2080-K226-60-3/4"-HC 220 14-25 107 32,6 61 20.0 521 265 286
71437675 | UME 191-7-2360-K330-60-3/4"-HC 220 14-25 115 37 61 20.0 561 201 228
71437589 | UME 191-8-2060-K330-60-3/4"-HC 220 8-17 104 29 33 13.0 468 111 155
71437691 | UME 191-8-2380-K216-60-3/4"-HC 220 7-16 112 33,5 33 13.0 508 265 286
71437989 | UME 191-8-3980-K216-60-3/4"-HC 220 7-16 159 56 33 13.0 722 479 491

* Please note: Always check original cylinder specification sheets for technical information, which could be updated without notice

subject to change without notice 7 CATALOGUE - UNDERBODY RANGE / 13 04?/ RV AA

I‘ VAHYDRAULICS



